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• Exterior Rated IP55 (705 & 715)
• Full range of backsets available
• 4-point locking compatible
• Powered by E-LOK app
• E-LOK Gateway Compatible
• Snib Lever Available
• 38mm Narrow Profile design
• Auto-lock or Passage mode
• Suits both Wooden and Aluminium Doors
• Electroplate Black or Brushed Stainless

Features:

Fingerprint (707)



4-point lockbody
compatible

705 & 715 model
IP55 weather rated
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Suits both Alu &
Wooden Doors

Five easy unlock
methods

Eco-drive Motor

Mechanical key
override 38mm Wide

Lightup LED
Pinpad

Leave your keys at home with the new E-LOK 7-SE-
RIES Smart Lock. Powered by the E-LOK app and
compatible with E-LOK Gateway.

A New Zealand first, at 38mm wide E-LOK 7-SERIES
smart locks fit on a wide range of narrow profile alu-
minium joinery. Packed full of features despite its form
factor, the E-LOK 7-SERIES is the perfect compliment
for your door.

Easy retrofitting with adjustable top fixing-screw
design. E-LOK 7-SERIES can be spec’d with matching
coverplates for any existing hole on your door.

E-LOK App allows for wide range of controls. Pro-
gramme the smart lock on Auto-lock or passage 
mode. Add and delete range of custom pincodes right
from your phone and view access records including
failed unlock attempts.

Great news for your door.

Batteries: 6V (4xAAA Alkaline) included
Compatible with: E-LOK App and E-LOK Gateway Wi-Fi Access
Suitable Door Thickness: 30mm - 70mm
Max Num. Pincodes: 200 qty
Max Num. RFID Cards: 200 qty
Operating Humidity: 10-95% Humidity
Product Size (body only): 280mm(H)*38mm(W)*25mm(D)
Available Backsets: 30, 35, 40, 45, 50, 55, 60, 70mm Back Set &
28,35mm Sliding Lock.
Optional Coverplates: 40x330mm, 52x295mm, 62x305mm,
78x320mm.

7-Series Residential Warranty: 2 Year Mechanical & Electrical

Common Variants:

705-0-BLK or SS - Non-Fingerprint Leverset
705-60-BLK or SS - Non-Fingerprint Lockset
707-0-BLK or SS - Fingerprint Leverset
707-60-BLK or SS - Fingerprint Lockset

Quick Tech Specs:
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